306 NORTH CAROLINA
CONTINUED FROM PRECEDING PAGE

AIRPORT MANAGER: 704-359-4000
WEATHER DATA SOURCES: ASOS (704) 790-5484 LLWAS. TDWR.
COMMUNICATIONS: D-ATIS ARR 121.15 D-ATIS DEP 132.1 UNICOM 122.95
CHARLOTTE RCO 122.4 (RALEIGH RADIO)
APP CON 134.75 (296°-360° 8000 " and blo) 128.325 (001°-119° 8000 * and blo) 120.05 (120°-295° 8000 " and blo)
124.0 (075°-245° abv 8000 ") 120.5 (246°-074° abv 8000°) 126.15
CHARLOTTE TOWER 118.1 (Rwy 18L-36R) 126.4 (Rwy 18C-36C) 133.35 (Rwy 18R-36L)
GND CON 121.8 (West) 121.9 (East)
® DEP CON 134.75 (296°-360° 8000 and blo) 128.325 (001°~119° 8000 and blo) 120.05 (120°-295° 8000 and
blo) 124.0 (075°-245° abv 8000°) 120.5 (246°-074° abv 8000 ")
CLNCDEL127.15
CPDLC (LOGON KUSA)
PDC
AIRSPACE: CLASS B See VFR Terminal Area Chart.
VOR TEST FACILITY (VOT) 112.0
RADIO AIDS TO NAVIGATION: NOTAM FILE CLT.
(L) (L) VORW/DME 115.0 CLT Chan 97 N35°11.42° W80°57.11°  010° 1.4 NM to fld. 732/5W.
DME portion unusable:
015°-050° byd 25 NM blo 3,000°
050°-100° byd 25 NM blo 2,500"
203°-220°
270°-350° byd 20 NM blo 5,000°
VORDME controlled by Charlotte ATCT
VOR unusable:
203°-220°
ILS 110.95 |-CLT Rwy 05. Class IE.
ILSDME 111.3 |-PEP Chan 50 Rwy 18C. Class IT.
ILS/DME 110.35 |-VKQ Chan 40(Y) Rwy 18L. Class IB.
ILS/DME 110.15 |-RGS Chan 38(Y) Rwy 18R. Class IIIE.
ILS/DME 109.5 |-APU Chan 32 Rwy 23. Class I[E. Glideslope unusable blw 1,100".
ILS111.7 |-DQG Rwy 36C. Class llID. ILS/I unusable throughout zone 5 due structure at .56 NM.
ILS/DME 110.15 |-XUU Chan 38(Y) Rwy 36L. Class IlIE.
ILS/DME 108.9 |-BQC Chan 26 Rwy 36R. Class IlIE.
COMM/NAV/WEATHER REMARKS: Rwy sfc cond info durg duty hrs phone ANG Ops V583-9177/9144 or Airborne 292.2.

CHARLOTTE/MONROE EXEC (See MONROE on page 334)

SE, 25 JAN 2024 to 21 MAR 2024



